
::: Ex-Sight.Com Product Catalog
::: 2011 Product Specifications

Face Recognition 
>> Access Control >> Login | Authentication 
>> Suspect Detection >> Data Encryption 
>> Investigation >> Greeting 

Video Analytics 
>> VMD  >> Object Classification 
>> Video Statistics >> Event Management 
>> Counting Systems >> Left / Taken Objects 

Perimetral Security 
>> Intrusion Detection >> Triggers 
>> Events   >> Smart Storage 
>> Real Time Detection  
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::: Embedded Video Content Analytics
::: VIDEO CONTENT ANALYSIS FOR EMBEDDED DEVICES

::: EMBEDDED DEVICES

Cameras, Video Encoders

::: ZONE & LINE RULES

Zones / Lines Up to 40 Realtime Zones & Lines

Method Detection / Non Detection

Polygons Supported

Zone Shape Editing Supported. Node Add/Remove

Zone Color Supported

Zone Naming Supported

Zone Filtering Include / Exclude Classified objects

Zone Rules Presence

Enter

Exit

Appear

Disappear

Stopped (threshold in Sec)

Loitering (threshold in Sec)

Direction Filtering (Angle)

Speed Filtering Rule Based Counting Supported

Tailgating (threshold in Sec) Thermal Imaginig Supported

Abandoned Object Object Display Multiple Colors

Removed Objects Non-Alarmed Objects

Taken Object Object Height, Speed , Area and Wait-Time (Loitering)

Counting Line Classification (Animal, Person, Vehicle and add. preconfigurable)

Fire Detection Color Signature Supported, allows to search person / vehicle in multiple cameras

Smoke Detection

Perimetral Security 

Object Color Signature 

Abandoned Objects 

Fire & Smoke Detection 
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::: Embedded Video Content Analytics
::: VIDEO CONTENT ANALYSIS FOR EMBEDDED DEVICES

::: REAL-TIME OBJECT CLASSIFICATION ::: TAMPER DETECTION

Classification Realtime, based on Duration For Alarm Configurable

Object Size, Speed Screen Area Selection Configurable

User Classes Supported, Editable, Unlimited

Predefined Classes Clutter, Person, Group of People, Vehicle ::: TAMPER DETECTION

Duration For Alarm Configurable

::: COUNTERS Screen Area Selection Configurable

Rule Connectivity Direct Assignment

Counter Color Supported

Counter Naming Supported

Counter Triggers Inc, Dec, Occupancy

Multiple Rules Registration Supported

:: INTERFACE

Web on screen design, WYIWYG

(What you see is what you get)

::: CAMERA CALIBRATION

3d Graphic Overlay Included

Virtual Ruler Included

Virtual Horizon Included

Virtual Mimics Included

Landscape Grid included

Parameters Cam. Height, Pan / Tilt Angles, FOV

Real Time Classfication 

Traffic Control 

People Tracking 

PTZ Auto-Tracking 
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::: VACAM ANPR CHANNEL
::: LICENSE PLATE RECOGNITION

::: ARCHITECTURE ::: USER INTERFACE

Detector App ::: StandAlone/ "Client-Server " Detection View Available

Management Application ::: Remote Viewer ("Server") History View Available

Real-Time GUI Enable/Disable

::: VIDEO / STILLS SOURCE Storage CSV Format, Easy to Import/Export

Static Images Support Language English, Customizable

Recorded Videos Support

Cameras IP Cameras, Encoders ::: ACCESS LIST / BLACK LIST

Analog Camera (Through Grabber) ALERTS Black List, Access List, Unidentified

Digital Zoom Support Fields Flexible editing / Import /Export from Excel

PTZ Support through Pelco/Rs485 Port Linked Driver Linked Driver Details Support

Image Resolution Selectable

::: PERFORMANCE

::: ANPR ENGINES MAX FPS 25 FPS

Processing Method Parallel Image Format JPG/PNG

Graphic Filtering Supported CPU

Rotation Control <45 degrees Access Control Intel ATOM 1.6GHZ

Country Code Selectable Highway 2 Channels - Core i5

Confidence Control Supported 4 Channels - Core i7

Multi-Channels Supported - By License type Memory Min. 2GB

Circular Storage Included

::: IO

Gate / Relay Controller EasyDAQ, DO selectable ::: REPORTS

Alerts Access List, Black List, Unidentified Format CSV, Excel Format

History Identification History

::: NETWORK CONNECTIVITY Traffic Entry/Exit/Occupancy , Traffic Level Reports

Alerts TCP/IP API Supported, Ex-Sight API

Commands TCP/IP APISupported, Ex-Sight API

Data Sharing Supported
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::: VACAM ANPR CHANNEL
::: LICENSE PLATE RECOGNITION

:::  DATA DISTRIBUTION ::: CONNECTIVITY DIAGRAM

Methods TCP/IP SOCKET Connection

File/Directory Sharing

Detector App Detection Images

Annotation Images (Burnt Image Data)

History Log

Actions Log

Management App Annotation Images (Burnt Image Data)

History Log

Actions Log

::: TRIGGERING

LOOP Detectors Supported

IR Sensors Supported

VMD (Video Analytics) Supported through Ex-Sight's VCA

Manual Operation Supported

Scheduled Supported

::: ERROR HANDLING / DETECTOR STATUS REPORTING

Connectivity Status Supported

HeartBeat Supported

Video Loss Supported through Ex-Sight's VCA

Vehicle Counting Supported

Command Execution Status Supported

::: BURNT ANNOTATIONS

Camera Name/Title Supported

Detection Time Supported

Detection Parameters Supported through Ex-Sight's VCA
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::: VACAM Remote Viewer Server
::: EVENT MANAGEMENT VIEWER

::: SUPPORTED SOFTWARE SOURCES ::: USER INTERFACE

VACAM ANRP Support Detection View Server & Client

CFAS, Face Recognition Support History View Server & Client

VACAM CAMERA SeriesSupport Real-Time Event View Supported

Real-Time Image View Supported

:: COMMANDS Storage CSV (Excel) Format, Stills Image

Communication Connect, Disconnect, Restart Language English, Hebrew, Customizable (Text File)

Counting Black List, Access List, Unidentified Dynamic Map User Loaded Map

Access List Remote Update Supported

Data Grabbing Detector to Remote Viewer :: ACCESS LIST / BLACK LIST

History Viewer Supported (Remote and Local) Alerts Black List, Access List, Unidentified

Multi-Channels Supported - By License type Data Fields Flexible editing / Import /Export from Excel

Circular Storage Supported, by number of days Counters Black List, Access List, Unidentified

Linked Driver Linked Driver Details Support

:: IO

Alerts TCP/IP API Supported, Ex-Sight API ::: COMMUNICATION

Commands TCP/IP API Supported, Ex-Sight API PROTOCOL TCP/IP

DATA TEXT & IMAGES

::: SPECIAL FEATURES

Burnt In Annotations Available ::: REPORTS

Vehicle Counting Available Format CSV, Excel Format

Remote Control Included Text Search Capabilities Included

Search Results Export Included

::: DETECTION IMAGES Alert Window included

Actions Print Inclusive reports for all channels included

Email Traffic Level reports included

Save As

Rotate
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::: VACAM Remote Viewer Server
::: EVENT MANAGEMENT VIEWER

::: REPORTS & SEARCH ::: REMOTE VIEWER

::: DATA DISTRIBUTION
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::: CFAS - FACE Indexing / Recognition
:::Constant Face Acquisition System, Real-Time & Offline Face Recognition

ΥΥΥ tƭǳƎπƛƴ !ƭƎƻǊƛǘƘƳǎ ς aǳƭǘƛ !ƭƎƻǊƛǘƘƳ tƭŀǘŦƻǊƳ

Multiple Algorithms Two Algorithms as core processing (Detector1 + Detector2).

 Optional additional plug-in detectors. 

Parallel algorithm processing

Matching Score Algorithm Histogram; Flexible score calculation;

::: Application Requirements  Algorithm power adjustment 

Platform Microsoft .Net 2.0 Desktop Application Image Quality Control Adjustable (0-100%). Enroll quality controlled images 

Operating System Windows XP/Vista/7 32 & 64 Bits Face Confidence ControlAdjustable (0-100%)

RAM 4GB FAR Control Adjustable

CPU н /ƘŀƴƴŜƭǎ ς LƴǘŜƭ /ƻǊŜ ƛрMin Face Size - Detection16 pixels (Distance between eyes)

п /ƘŀƴƴŜƭǎ ς LƴǘŜƭ /ƻǊŜ ƛтMin Face Size - Matching40 pixels (Distance between eyes)

Flexible Alert Scales Flexible adjustment of Colored 

::: Real-Time Video Channels Alerts Scales (Red, Yellow, Green)

Channels 9 (Nine)

Functionalities Enroll, Match, Play, Video Scroll, Settings ::: Special Features

Video Source SelectionFile, DirectShow/X, Net Stream Alert Hold "SamePersonAlert" hold property.

FPS Ratio Selection Supported  Prevents repeated alerts for the same person (time based) 

DB Per Action Enroll, Match, Enroll & Match Automatic Daily DatabaseThe system can act as "Face Collector",  faces appearing in

DO Relay Controller Supported. Up to 4 relays, Auto Close order to collect constant  video streams.

Video Context Menu Match, Search in Video, New Identity Daily database will be  generated and will contain 

Cropped Image View In Play Mode the enrolled data.

Matching Results Flexible number of expected results view, Similarity Filter Limits face search to minimum similarity level

3 Color (Red, Yellow, Green) threat level Max Best Results Predefined expected best results

Alerts Auto-generated HTML alerts report

::: Alerts

Email Preconfigured email account will receive email alerts 

HTML Report Generated per Alert, saved as daily HTML file. 

SMS Optional***
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::: CFAS - FACE Indexing / Recognition
:::Constant Face Acquisition System, Real-Time & Offline Face Recognition

ΥΥΥ 5ŀǘŀ {ǘƻǊŀƎŜ ς 5ŀǘŀōŀǎŜ /ŀǘŀƭƻƎ ::: Main Software Functionalities

DB Type MDE + Image Directory Offline Face Enrollment File, Directory

DB Catalog Size Virtually Unlimited. No limitation on Offline Face Search / Match File, Directory, Video Source (IP/Analog camera)

number of databases in Database Catalog. On-Line Face Enrollment Video Source (IP/Analog camera)

No limitation on number of concurrent On-Line Face Match Video Source (IP/Analog camera) against

 db connections.  Stored Faces/Identities

Faces / Identities Virtually Unlimited. No limitation on Identities Management Create, Delete, Search, Print(Report),

number of faces or identities per database  Export (Single/Group), Assign Image,

Single DB Capacity Up to 2GB of data  Auto-Assign Images, Remove Image, Grid View

Face DB Metadata Time Stamp, Original Image Location,

Extracted Face Template, Enrollment Location, ::: Supported Media 

Cropped Face Image Inputs UDP/RTP Unicast, UDP/RTP Multicast, HTTP,MMS, 

Identity DB Metadata Flexible Fields. TCP/RTP Unicast, DCCP/RTP Unicast, File, DVD, 

Fields Extension  Supported through DB structure edit Video CD / VCD, SVCD 2, DVB, MPEG4, 

DB Location Flexible. Local and Networked DirectShow, DirectX

Identity-Face Correlation AUTOMATIC Output Formats JPEG/MJPEG

Daily Database AUTOMATIC RT* Video Formats MPEG-1/2, DIVX (1/2/3), MPEG-4 ASP, DivX 4/5/6,

Multiple DB Operations Supported.  Multiple database  XviD, 3ivX D4, H.261, H.263 / H.263i, H.264 /

search for specific search targets  MPEG-4 AVC, Cinepak, Theora, Dirac / VC-2,

Identities Import / Export Single mouse click Import/Export  MJPEG (A/B), WMV 1/2, WMV 3 / WMV-9 / VC-1,

Parallel Processing Supported  Sorenson 1/3 (Quicktime), DV (Digital Video),

 On2 VP3/VP5/VP6, Indeo Video v3 (IV32),

::: TCP/IP External Connectivity API  Indeo Video 4/5 (IV41, IV51), Real Video 1/2,

In Port Per Channel. Supports Remote commands  Real Video 3/4

Out Port Per Channel. Supports Face Matching 

Events: Alerts, Counters ::: WEB Connectivity

HTML Sharing Ability to share search results and Alerts reports

 on IIS. Supports in Edge point data distribution
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::: Ex-Eye Video Head Mount Displays
::: WEARABLE SECURITY SUITE

::: HMD - DISPLAY UNITS - YOAV ::: YOAV

Display Type See-Through

Resolution WVGA (852 x 480) 

Scan Update 60Hz progressive scan

Colors 24-bit true color (16M)

Brightness <0.1 ftL. to >23 ftL.

Field of View 23 degree diagonal

Apparent Image Size 43" monitor

Material Aluminum Shield, Plastic

Ear Phones Included 

Power Interface USD/Batteries

Display Interface VGA PLUG, IPHONE Connector

Weight ~250g

::: HD CAMERA

Single 1080p HD camera ::: NOAM

Removable camera assembly

HD 720p/1080p video capture

Frame rates from 1hz to 60hz

High-quality low light support

Works with PCs as a standard USB webcam

::: CONNECTIVITY INTERFACES ::: SOFTWARE COMPONENTS

PC (VGA/HDMI), IPHONE, ANALOG STORAGE MANAGER DVR

CFAS FACE RECOGNITION

::: CPU VACAM ANPR LICENSE PLATE RECOGNITION

Configurable PERSONAL TRACKERGPS NAVIGATION

VOIP COMMUNICATION 

REMOTE VIEWER SERVER
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::: ACCESSIII - Multimodal Access Control
::: FACE | FINGER | RFID | MAGNETIC | BARCODE

::: ACCESS CONTROL FEATURES ::: USER INTERFACE

Administrators Unlimited Visual View Real Time Video Input

Users Unlimited Real Time Face Detection

Time Zones Supported Input Type Touch Screen Interface

Group Access Supported Speech English 

Detection Modes 1:N Face Only Language Customizable, Text File

1:1 Face + Finger

Face + RFID ::: DATABASE

Face + Magnetic Card Type Microsoft Jet 4.0 / SQL Server

Face + Barcode Mode Networked / Standalone

Face + Code Location Dynamic

Operation Modes Local

Remote Server (SQL) ::: TIME ATTENDANCE OPERATION

Live Test Supported Reports Through Web interface

Ageing Supported Entry Mode Auto/In/Out/Reason Selection

Face Algorithms Double, Detector 1/2, 1&2 Data Export Available

Entry Counting Supported, Per time zone

Web Interface Included ::: IO

User Privacy Mode Included Controller EasyDAQ / VACAM 

Silent Alarm Included DI Supported

DO Supported

::: VIDEO

Digital Source DirectX, Win32, IP Stream ::: FINGERPRINT INTERFACE

Analog Source Through Video Grabber Sensor ZK6000

::: CARD INTERFACE

RFID EM, MIFARE

MAGNETIC USB/SERIAL STANDARD
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:::OZ Series:  Ex-1020AR
::: 360 Deg. Continues IP Based PTZ Sony1020x36 CCD + Uncooled Thermal DFOV 135/45mm

::: PTZ PLATFORM FEATURES

Networked IP 

 Absolute Positioning

IP66 Certificate

360 Deg. Continues Rotation

Dual Housing (External Aluminum + Internal ABS)

Wiper

230VAC/24VAC Models Available

Optional Water Tank*

::: VIDEO SENSORS

Up to 4 Seperated Video Inputs Selection

Sensor #1 ::: CCD WDR SONY FCB-EX1020P

Sensor #2 ::: Uncooled Thermal -ARBEL 135/45mm

Sensor #3 ::: WDR FIXED 45mm SONY*

Sensor #4 ::: * Optional

::: EMBEDDED SOFTWARE

Video Stabilizer

Basic Video Analytics

Object PTZ Tracking License*

Surveillance License*

::: FLEXABILITY & CUSTOMIZATION

50-2500mm Modular Lenses Selection

Up to 5MP OnVif IP SONY VIDEO Sensor

* Optional 

Uncooled 
Thermal ARBEL 

SONY FCB-
EX1020P 

x36 Zoom Auto 
Focus 

360 Degrees IP 
Based PTZ 

Platform With 
Absolute Position 

Balanced 

IP66 Housing 
External Aluminum  

Internal ABS 

Wiper 

Optional* Water 
Tank Connectivity 

Pole / Wall Bracket 
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:::OZ Series:  Ex-1020AR
::: 360 Deg. Continues IP Based PTZ Sony1020x36 CCD + Uncooled Thermal DFOV 135/45mm

::: DETECTION FEATURES - UNCOOLED THERMAL ARBEL ::: FUSED VIEW

!w.9[ϰ ƛǎ ŀ ƴŜǿ ǘƘŜǊƳŀƭ ƛƳŀƎŜǊ ǿƛǘƘ ŀ ƘƛƎƘ ǎŜƴǎƛǘƛǾƛǘȅ ǳƴπŎƻƻƭŜŘ ƳƛŎǊƻōƭƻƳŜǘŜǊΦ

¢ƘŜ ŎŀƳŜǊŀ ƛǎ ōŀǎŜŘ ƻƴ hǇƎŀƭΩǎ ǎǘŀǘŜπƻŦπǘƘŜπŀǊǘ 9¸9πwнрϰ ŜƴƎƛƴŜΦ

ARBEL is designed and constructed to withstand the harshest weather and

environmental conditions, including rain, direct sunlight, high humidity and dust.

Secured within a metal enclosure and protective connectors, the camera is also

vibration and shock resistant

::: EMBEDDED VIDEO STABILIZATION ::: PTZ PLATFORM MECHANICAL SPECIFICATION

Stabilization Tracking Rate Approx ±3,000 pixels / sec IP66

Stabilization Range ±256 pixels 3 cable glands M16

Stabilization Frequency 0.1 - 30Hz Horizontal continuous rotation

Video Delay < 80ms Vertical rotation +45° to -20°

Stabilization X-Y Movement at Sub-pixel Accuracy Variable pan speed: from 0.1° up to 20°/s

Automatic Algorithm Locks-on to Background Features Variable tilt speed: from 0.1° up to 20°/s

Ignores Moving Objects and Brunt-in Text Internal usable area: see drawings

Lock-on Time < 80ms From Change of Image Glass window (WxH): 112x95mm (4.4x3.7in)

Preset accuracy: 0.02°
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:::OZ Series:  Ex-1020AR
::: 360 Deg. Continues IP Based PTZ Sony1020x36 CCD + Uncooled Thermal DFOV 135/45mm

SENSOR #1 ::: SONY1020 CCD x36 MOTORIZED ZOOM SENSOR #2 ::: ARBEL 135/45mm UNCOOLED THERMAL SENSOR

Image Device 1/4 type EXview HAD™ CCD Focal Plane Array Long Wave Microbolometer 

 (Progressive Scan) 384x288 / 640x480 17 micron(Optional)

Effective Pixels 400,000 Spectral Range уπмп ˃Ƴ

Digital Zoom 12x (432x with optical zoom) Video Output CCIR or RS-170 

Horizontal Viewing Angle 57.8° (wide end) to 1.7° (tele end) NETD Җ рлϲ ƳY Ϫ Ŧκм ƻǇǘƛŎǎ

Sync System Internal/External (V-lock) Operating Voltage 9-28 VDC 

Electronic Shutter 1/1 to 1/10,000 s, 22 steps Power Consumption Җ оΦу² ŀǘ ǎǘŜŀŘȅ ǎǘŀǘŜ

Gain Auto/Manual (-3 to 28 dB, 2dB steps) e-Zoom x2 and x4

Wide Dynamic Range Auto Mode IS/PS Mode Comand & Control Serial / Pelco-D

Backlight Compensation On/Off Control Operation Polarity, NUC, Image Flip, 

Flicker Cancel Auto Manual Gain/Level, e-Zoom, Focus 

Focus System Auto (Sensitivity: normal, low) No. Fields Of Views 2

Lens Value 36x optical zoom Dimensions 110x111x240 mm3

S/N Ratio More than 50 dB Mounting 4 x M8 x 1.25

Minimum Illumination 1.4 lx (typical) (F1.6, 50 IRE) Weight < 2.4 kg

Signal System PAL Frame Rate 50/60 Hz Max

Horizontal Resolution 540 TV Lines EMI/EMC MIL-STD-461D

Camera Control Interface PELCO-D Operating Temperature -40°C to +60°C

Dimensions (W x H x D) 50.0 mm x 57.5 mm x 87.9 mm IP rate IP65; IP 67 optional

Weight 230 g Vibrations MIL-STD-810E

Operating Temperature -5° C to 60° C (32° to 122° F)

Storage Temperature -20° to 60° C (-4° to 140° F)
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:::OZ Series:  Ex-1020AR
::: 360 Deg. Continues IP Based PTZ Sony1020x36 CCD + Uncooled Thermal DFOV 135/45mm

Customizable Lenses/Video Sensors

Optional Water Tank Preset* 23 Liters Water Tanks* for 5M/30M Height

Wall Mount & Pole Mount Brackets*

Embedded Video Analytics

Embedded Video AnalyticsX36 Stabilized Zoom
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:::OZ Series:  Ex-1020AR
::: 360 Deg. Continues IP Based PTZ Sony1020x36 CCD + Uncooled Thermal DFOV 135/45mm

::: VIDEO ANALYTICS STABILIZER ENCODER

Model VAENC4000

The H.264 based IP Encoder, supporting 4 Video Analytics Stabilized channels at 100/120 fps in all resolutions up to D1.

::: KEY FEATURES ::: VIDEO

Embedded Intelligent Video Analytics Input 4 channel

Embedded Video Stabilizer Output 1 channel

4 channel H.264 D1 Network Video Encoder Compression Format H.264, MPEG-4, MJPEG

2 channel Audio Input, 1 channel Audio Output Number of Streams Dual Stream, Configurable

H.264 100/120 FPS at D1 Resolution D1, 4CIF, 2CIF, VGA, CIF, QVGA, QCIF

Video Compression: H.264, MJPEG, MPEG-4 Compression FPS 100/120 fps@D1

Dual Stream per Channel Deinterlacing Optional (on/off)

Enhanced Deinterlacing on DSP Motion Detection Built-in (DSP)

Burnt-in Text, Video Motion Detection Support Burnt-in Text (Digital) Video stream overlay text (DSP)

USB 2.0 Support (Local storage, Wireless LAN)

Remote Firmware Upgrade over Network ::: AUDIO

Comprehensive SDK Support Input 4 channel

USB 2.0 Support (Local storage, Wireless LAN) Output 4 channel

Compression Format G.711

::: SUPPORTED PROTOCOLS

TCP/IP, UDP/IP, HTTP, RTSP, RTCP, RTP/UDP, RTP/TCP, SNTP, ::: IO

mDNS, UPnP, SMTP, SOCK, IGMP, DHCP, FTP, DDNS, SSL v2/v3, Digital Input 4

 IEEE 802.1X, SSH, SNMP v2/v3 Digital Output 4

Serial Port RS-232C, RS-485

::: ELECTRICAL & ENVIRONMENTAL Network 10 / 100 Base-T

Power Source 12V DC, DC Jack

Power Consumption 1,100 mA @ +12V

Operating Temperature -20 

ᴈ

 ~ 60 

ᴈ

 (-4 

ᴌ

 ~ 140 

ᴌ

)

Operating Humidity Up to 85% RH, Non-condensing
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:::OZ Series:  Ex-1020AR
::: 360 Deg. Continues IP Based PTZ Sony1020x36 CCD + Uncooled Thermal DFOV 135/45mm

::: LASER RANGE FINDER - OPTIONAL ::: MECHANICAL

Lens 25mm Weight 0.45 Kg

FOV 8.13 Deg Size 120.5 mm×127 mm×52mm

Prism Type A Class

Laser Mode Class I, Eye Safe ::: API

Wave Length 905nm SERIAL RS232

::: RANGE Special Features

Range < 2000 Meter Point to point distance

Accuracy 1 Meter

Measuring Rate 10 HZ

::: SPEED

Speed Range 300 KPH

Speed Accuracy 2 KMH

Speed Measuring Time 2 Sec

::: SEARCHING MODE

Nearest Target Supported

Farest Target Supported

::: COMPASS

Accuracy 0.1 Deg

Range 0-360

::: ELECTRICAL

Power 12VDC

Consumption 0.8W
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:::LPRx27M100IR
::: x27 CCD MOTORIZED ZOOM 100M IR SENSOR

::: SENSOR ::: IR

Image sensor SONY 1/4" CCD IR View Distance 80-100m

LENS Motorized x27 Zoom Lens IR LEDs 8pcs

Effective Pixels PAL  512H×582V     NTSC 512H×492V

Single System PAL/NTSC ::: DIMENSIONS

Horizontal Resolution 420TVL Dimensions

Minimum Illumination  0LUX(IR ON Weight (Approx)

S/N Ratio More than 48dB

Video Output   мΦл±ǇπǇκтрʍ ::: MECHANICAL

AGC Auto Fan / Heater Available on 220V model

White Balance Auto Operating Temp. 0 °C ~ °50 C (32 °F ~ 122 °F)

Backlight CompensationAuto Certification FCC / CE, IP66 (Out.Housing)

Exposure Mode  EE Operating Humidity Up to 85% RH (Non-condensing)

Material Aluminum Die Casting

Color Silver

::: ELECTRICAL

Power Source 12V DC / 220VAC

::: IO

RS-485 Available, Pelco D/P

::: USAGE

LPR

Video Analytics

::: WARRANTY

1 Year
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::: VACAM300
::: D1 INDOOR MINIDOME IP CAMERA VCA READY

::: SENSOR ::: VIDEO

CCD Sony 1/3" Super HAD CCD, 410K Pixel Compression Format H.264, MPEG-4, MJPEG

795 x 596 (PAL) / 768 x 494 (NTSC) Number of Streams Dual Stream, Configurable

CMOS 2 : 1 Interlace Resolution D1, 2CIF, CIF, QCIF

1/3" VGA CMOS Compression FPS 25/30 fps@D1

Effective Pixels 640 x 480 Deinterlacing Support (DSP)

Scanning System Progressive Scan Motion Detection Support (DSP)

Horizontal Resolution 550 TVL Burnt-in Text (Digital) Support (DSP)

Minimum Illumination 3 Lux (Color), 0.1 Lux (DSS On) Output Not Available

Lens Focal Length 3.6 mm, F.# 2.0, Board Type Lens for Security CameraFPS 25/30 fps@D1

Day&Night Not Available

Function Key Not Available ::: BIDIRECTIONAL AUDIO

Input 1 channel

Output 1 channel

Compression Format G.711

::: DIMENSIONS

Dimensions 145(W) x 100(D) mm

Weight (Approx) 1,500 g

::: MECHANICAL

Material Polycarbonate

Color Black

Dimension Housing: 124(ø) x 101.5(H) mm

Dome: 100.0 (ø) mm

Weight (Approx) 345 g

Package 0.8Kg (15Cm x 15Cm x 17.7Cm)

HS CODE 8525 80 20 90
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::: VACAM300
::: D1 INDOOR MINIDOME IP CAMERA VCA READY

::: IO ::: EMBEDDED SOFTWARE - VIDEO CONTENT MANAGEMENT

Digital Input N/A High Performance Advanced Tracking Algorithm,

Digital Output N/A Low False Alarm Rate

RS-485 N/A Easy to Use Intuitive Web Browser Interface

RS-232C N/A Detection Zones Multi-segment Polygons and Lines

Network 10 / 100 Base-T On-screen Display Real-time Display of Tracking Data and Events

Protocols

Detection Behavior Direction, Stopping, Loitering, Entering,

USB 2.0 N/A Exiting, Appear,  Disappear Filters, 

SD CARD N/A Abndoned and Taken objects

3D Behavior Perspective Corrected Size and Speed Filters

::: ELECTRICAL Statistics Counting Functions and Other Statistics

Power Source 12V DC (Screw Terminal) Meta Data Binary XML Format

POE N/A

::: STABILIZER

::: WARRANTY Elec. Stabilization Included

3 Years

::: USER INTERFACE

WEB WEB based, 20 simultaneous users,

HTTP API Available

TCP/IP, UDP/IP, HTTP, RTSP, 

RTCP, RTP/UDP, RTP/TCP, SNTP, 
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::: VACAM1200 | VACAM1202HD
::: 30FPS H.264 FULL HD 720/1080p IP BOX CAMERA 

::: SENSOR ::: VIDEO

Image Sensor 1/2.7" 1080p CMOS MegaPixel Compression H.264, MJPEG

Effective Pixels 1920 x 1080 (HD1080p, 2M) Compression H.264, MJPEG

Scanning System Progressive Scan Streams 1

Resolution 1600 x 1200 (UXGA, 2M) Resolutions HD1080 (1202HD) / HD720 / XGA

Lens CS Mount, Auto Iris D1 / 4CIF / VGA / CIF / QVGA / QCIF

Dynamic Range 69 dB Deinterlacing Support (DSP)

SNR 37 dB Motion Detection Support (DSP)

Day & Night (ICR) IR CUR Remove Burnt-in Text Support (DSP)

Minimum Illumination 0.2 LUX (50IRE) Video Loop 1 Loop-Out

FPS 30 fps@HD720

15 fps@HD1080

::: BIDIRECTIONAL AUDIO

Input 1 channel

Output 1 channel

Compression Format G.711

::: DIMENSIONS

Dimensions 71(W) x 64(H) x140(D) mm

Weight (Approx) 500gr

::: WARRANTY

3 YEARS
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